DE MEXICO S.A. DE C.V.
Global Leader in Test Equipment Solutions

Micrometro digital IP65, pulgadas/meétrico
0"-1", con salida

SKU 293-330-30

Mitutoyo

Descripcion

Este micrometro IP65 ofrece una precision excepcional, con y sin salida de datos,
es muy robusto y ofrece los siguientes beneficios:

» Material resistente al aceite utilizado para todas las piezas de plastico.

¢ Extraordinaria duracion de la bateria de 2,4 afios *

e La excelente resistencia al agua y al polvo permite utilizar este micrometro en situaciones de mecanizado
que incluyen salpicaduras de liquido refrigerante.

Caracteristicas

Maximum Permissible Error | MPE; £0,00005"
Range: 0-1Inch
Parailelismm: 0,00004"
Digital step: 0,00005"/0,001 mm
Measuring force: 5-10N
Iass: 2rg
Dald outpul: Yes
Display: LCD, character height 7.5 mm
Measuring face: Carbide-tipped. micro-lap finish
Measuring spindle; With spindle lock. 86.35 mm. spindle pitch 0.5 mm
Scale: Thimhbile and sleeve satin chrome finish. 818 mm
Power supply: 1 battery SR-44
Battery life: Approx. 2,4 years for models =4"
1.2 years for =4"
2 x PRESET (over 100 mm) Yes
DigitaltAnalog: Digital
Inch-pdetric: Inch/Metric
Measuring spindle: With spindle lock, 06.35 mm, spindle pitch 0,635 mm
Battery life: Approx. 2,4 years
Delivered: Including box, key, 1 battery, setting standard {from 1" upward)

certificate of inspection (0-2" range)
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