TECHMWMAST ER” p‘ﬁ

DE MEXICO S.A. DE C.V.
Global Leader in Test Equipment Solutions

Micrometro digital QuantuMike IP65
Pulgadas/métrico, 1"=-2"

SKU 293-181-30
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Mitutoyo
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Descripcion

Este es un micrometro IP65 que ofrece un movimiento cuatro veces mas rapido que un micrometro estandar.
Te presenta los siguientes beneficios:

* Se logra una medicion mas rapida mediante el uso de una rosca mas gruesa que alimenta el husillo en 2 mm por
rotacion del dedal.

e Extraordinaria duracion de la bateria de 2,4 afios

e Precisién excepcional

 El mecanismo de dedal con trinquete garantiza una facil operacion con una sola mano o con soporte.

« Laexcelente resistencia al agua y al polvo (nivel de proteccion IP65) permite utilizar este micrometro en situaciones de
mecanizado que incluyen salpicaduras de liquido refrigerante.

Caracteristicas

Maximum Permissible Error | MPE: £0,00005"

A 1-2inch

0,60004"

0,00005"/0.001 mm

7-12N

325 — ——

Yes 1 ) { 2 )

LCD, character helight 7.5 mm ~—

Carbide-tipped, micro-lap finish

With spindle lock. @6.35mm. spindle pitch 2 mm

Thimble and sleeve satin chrome finlsh. 819,3 mm

1 battery SR-44

Approx, 2.4 years

Digital

Inch/Metric

With spindle lock. @8.35mm. spindle pitch 2 mm

Approx, 2.4 years

Drelivered: including box. key. 1 battery, gauge block: (from 25 mm upward),
with factory certificate
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